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REF. DISTANCE DESCRIPTIDN
L 27.33"|| Face of steel corner fence post
2 27.88' Face of steel corner fence post
3 63.35'|| Bolt spike £ 24" elm 6 up
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Corner originally set as a post in 1820 by Wm. B. Laughlin with the following witnesses: 3" hickory
bearing south 47 degrees, thence east 7 links; and a 36" beech bearing north 25 degrees, thence west 28
links. (M.C.Atlas p.7) A survey by Wm. P. Smith on April 7, 1869 indicates a stone with the following
witness: 18" walnut bearing north 3.25 degrees, thence west 52 links.( Washington Legal Book p.52)
Corner referenced by Monroe on 3/26/51 and called a spike. Corner referenced by Miller on 11/17/75 and
called a road nail in washer. Corner referenced by Wilcoxen on 2/27/87 and called a R.R. spike. Corner
referenced by Kiste on 10/ 16/97 and called a R.R. spike. Corner referenced by Wilcoxen on 6/8/02 and
called a survey marker nail. Corner excavated by Kiste on 5/20/03 and a survey marker nail was found 2"
down. A R.R. spike was found 5" down. A half-inch iron pipe was found inside a 1.5" lead pipe 17" down.
A #205 cast iron Harrison monument was set in position as the corner.




